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GLOBAL FLEET E-9 FE 10W40 
Low ash synthetic lubricant for heavy diesel engines 

 

 

DESCRIPTION 

Especially recommended for four stroke engines – lorries, buses, public works vehicles, etc. 

– that run on low-sulphur fuel and meet the euro I, euro II, euro III, euro IV, euro V and euro 

VI standards. 

Its low phosphorus, sulphur, and sulphated ash content technology helps preserve engines 

equipped with exhaust gas recirculation (EGR) and/or selective catalytic reduction (SCR) 

systems with or without particulate filter (DPF). 

 

 

PERFORMANCE 
STANDARDS: ACEA E6 / E7 / E9 

 API CJ-4 

 

SPECIFICATIONS: MB 228.31 / 228.51 

 Volvo VDS-4 

Man 3477 / 3275 / 3271-1 

 Mack EO-O Premium Plus 

 Renault RLD-3 / RXD / RGD 

 MTU Type-2.1 

 Cummins CES 20081 

 Detroit DDC 93K218 

Caterpillar ECF-3 

 Deutz DQC-IV 10 LA 

 Scania LDF-3 

  

 

The ACEA E6 standard has been created for lubricants intended for engines equipped with 

DPF. The reduced content in SAPS, or "Low Ash", increases the useful life of the DPF and 

prevents its clogging. 

 

The new ACEA E9 standard is designed for lubricants intended for engines equipped with 

DPFs. The low SAPS content increases the durability of the DPF and prevents its clogging. 
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The engines meet the Euro IV, Euro V and Euro VI anti-pollution standards, and are equipped 

with very sensitive exhaust gas post-treatment systems: 

- Sulphur and phosphorus inhibit the operation of the catalytic converter and cause the 

rupture of the catalytic panels: ineffective decontamination. 

- Sulphated ash clogs particulate filters: it reduces the useful life of the DPF and causes a 

loss in engine performance. 

 

The API CJ-4 standard guarantees the protection and durability of engines equipped with 

EGR systems: 

- Dispersing and antioxidant properties: protection against viscosity increase due to 

residues and clogging of the oil filter. 

- Very high anti-wear ability: protection against liner polishing. 

- High detergent ability: cleaning of pistons and reduction of deposits. 

- Cold viscosity grade that minimises wear and facilitates start-ups. 

- Anti-corrosion, anti-rust, anti-foam. 

 

CONDITIONS OF USE 

Maintenance interval as recommended by each manufacturer and adapted to its own use. 

 

 

TECHNICAL FEATURES 
SAE VISCOSITY: 10W-40 FREEZING POINT: -33ºC / -27.4 F 

VISCOSITY AT 100ºC: 15 mm2/s FLASHPOINT: 220ºC / 428 F 

VISCOSITY AT 40ºC: 105 mm2/s SULPHATED ASH: n/d % Mass 

VISCOSITY INDEX: 149 TBN: 9.6 mg KOH/g 

 


